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SYMBOLS:

ROOF TYPE:

FIRE RATING:

FIRE TEST:

RF-01

1.01

7.01

A. PRIOR TO START OF CONSTRUCTION, CONTRACTOR TO VERIFY POSITION AND CONDITION OF ALL EXISTING 
BENCHMARKS.

B. EXISTING BENCHMARKS ARE NOT TO BE DISTURBED.
C. ANY DISCREPANCIES IN ACTUAL FIELD CONDITIONS, IF AT ODDS WITH INDICATIONS IN THESE DOCUMENTS, 

SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF THE ARCHITECT OR CONSTRUCTION MANAGER.
D. PRIME AND PAINT ALL EXPOSED STEEL. PRIME WITH ONE COAT ZINC CLAD PRIMER AND PAINT WITH DTM 

ACRYLIC COATING. BASIS-OF-DESIGN: SHERWIN WILLIAMS PRO INDUSTRIAL DTM ACRYLIC COATING. 
COLOR: MATCH SW 9084 COCOA WHIP.

E. CONTRACTOR SHALL REMOVE AND RE-INSTALL THE EXISTING MANUFACTURED BUILDING, TO MATCH 
EXISTING CONDITIONS, AS REQUIRED TO FACILITATE THE INSTALLATION OF THE SNOW ROOF STRUCTURE.

F. REMOVE AND RE-INSTALL EXISTING BUILDING SUPPORT TO MATCH EXISTING CONDITIONS.
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JOHNSON CREEK CARETAKERS BUILDING SNOW ROOF
2085 Johnson Creek Rd
Cascade, ID 83611
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IDAHO TRANSPORTATION DEPARTMENT

S T R U C T U R A L  E N G I N E E R

K P F F  C O N S U L T I N G  E N G I N E E R S

1 1/2" = 1'-0"

ROOF TYPE

1/8" = 1'-0"

SITE PLAN

ARCHITECTURAL

A2.01 DEMO FLOOR PLAN AND FLOOR PLAN

A2.02 ROOF PLAN AND DETAILS

A3.01 BUILDING ELEVATIONS

GENERAL

G0.00 COVER SHEET

Reference # Reference Text

1.01 COORDINATE WITH STRUCTURAL DRAWINGS.

1.04 RE-INSTALL RAMP AND RAILINGS TO MATCH EXISTING
CONDITIONS. MAXIMUM SLOPE SHALL NOT EXCEED 1:12".

1.05 APPROXIMATE LOCATION OF EXISTING STORM DRAIN PIPING TO
BE RETAINED/RE-USED. CONTRACTOR TO PROVIDE FOR
RE-ROUTING, IF NECESSARY, TO ABOID OTHER WORK OF THIS
PROJECT.

1.06 REINSTALL EXISTING SALVAGED STAIR, RAILS AND LANDING TO
MATCH EXISTING CONDITIONS. EXISTING CONCRETE LOWER
LANDING MAY BE REUSED, UNLESS REMOVAL IS REQUIRED TO
ACCOMMODATE OTHER WORK OF THE PROJECT. SHOULD
REMOVAL BE REQUIRED, CONTRACTOR SHALL PROVIDE A NEW
CONCRETE LOWER LANDING TO MATCH EXISTING.

1.08 CONTRACTOR SHALL EXCAVATE/REMOVE, AND DISPOSE OF,
EXISTING SOIL AS NECESSARY TO PROVIDE FOR CONCRETE
CAST IN PLACE FOUNDATION PADS (REFERENCE NOTE 3.02),
ACCOMMODATE RE-INSTALLATION OF EXISTING FOUNDATION
SYSTEM, AND MAINTAIN EXISTING FINISH FLOOR ELEVATION.
CONTRACTOR MAY STEP THE CAST IN PLACE CONCRETE PADS
IN AREAS OF EXCESSIVE GRADE CHANGE.

2.01 CONTRACTOR SHALL REMOVE AND RE-INSTALL THE EXISTING
MANUFACTURED BUILDING, TO MATCH EXISTING CONDITIONS,
AS REQUIRED TO FACILITATE THE INSTALLATION OF THE SNOW
ROOF STRUCTURE.

2.02 EXISTING CONSTRUCTION. PROTECT FROM OTHER WORK OF
THE PROJECT.

2.04 EXISTING RAMP AND RAILINGS TO BE REMOVED AND SALVAGED
FOR RE-INSTALLATION.

2.07 EXISTING ELECTRICAL SERVICE POLE, SERVICE ENTRANCE,
AND ELECTRICAL SERVICE PANEL. CONTRACTOR SHALL
DISCONNECT ELECTRICAL SERVICE, PROTECT FOR REUSE, AND
RECONNECT.

2.10 EXISTING STAIR, RAILS AND LANDING TO BE REMOVED AND
SALVAGED FOR RE-INSTALLATION.

2.11 EXISTING STORM DRAIN INLET TO REMAIN. PROTECT FROM
OTHER WORK OF THE PROJECT.

2.12 EXISTING SEPTIC SYSTEM. CONTRACTOR SHALL DISCONNECT,
PROTECT FOR REUSE, AND RE-INSTALL/RECONNECT.

2.13 EXISTING TREE. PRESERVE AND PROTECT.

M A S T E R  R E F E R E N C E  N O T E S :

N
O
R
T
H

STRUCTURAL

S0.00 ABBREVIATIONS, SYMBOLS AND SHEET INDEX

S0.01 GENERAL STRUCTURAL NOTES

S0.02 GENERAL STRUCTURAL NOTES

S2.01 FOUNDATION PLAN

S2.02 ROOF FRAMING PLAN

S3.01 TRUSS ELEVATIONS

S4.01 CONCRETE DETAILS

S5.01 STEEL DETAILS

D R A W I N G  I N D E X :

VICINITY MAP

Reference # Reference Text

2.14 EXISTING SLOPE STABILIZATION PLANTS AND ROCKS TO BE
REMOVED AS REQUIRED TO ACCOMMODATE THE WORK OF
THIS PROJECT. CONTRACTOR SHALL RE-INSTALL ROCKS AND
RE-ESTABLISH PLANTINGS TO MATCH EXISTING CONDITIONS.

2.15 EXISTING FOUNDATION SKIRTING SYSTEM. REMOVE AND
REPLACE TO MATCH EXISTING.

3.01 CAST-IN-PLACE CONCRETE

3.02 CAST-IN-PLACE CONCRETE FOUNDATION PADS. SEE
STRUCTURAL.

5.01 SNOW ROOF STRUCTURE STEEL COLUMN. SEE STRUCTURAL.

5.02 COLD-FORMED METAL TRUSSES

5.03 STEEL ANGLE

5.04 STEEL PLATE AT END OF TRUSS

5.05 STEEL BEAM. SEE STRUCTURAL.

7.01 24 GA. STANDING SEAM METAL ROOF PANELS.
BASIS-OF-DESIGN: MBCI SUPERLOK. COLOR: FERN GREEN.

7.02 SUPPORT PLATE

7.03 RIDGE TRIM

7.04 RAKE SUPPORT ANGLE

7.05 DRIP EDGE

7.06 PROVIDE A MINIMUM OF TWO ROWS OF METAL SEAM/RIB
MOUNTED SNOW CLIPS ON EACH METAL ROOF SEAM. THE
FIRST ROW OF CLIPS SHALL BE PLACED DIRECTLY ABOVE THE
EAVE BEARING POINT, WITH THE SECOND ROW AT 15" ABOVE
THE FIRST.

CODE INFORMATION: 

PROJECT SCOPE:

CARETAKER MANUFACTURED BUILDING AREA: 1,072 SF
SNOW BEARING STRUCTURE AREA: 1,668 SF

WORK OF THE PROJECT IS THE INSTALLATION OF AN 
ENGINEERED STEEL SNOW BEARING STRUCTURE ABOVE AN 
EXISTING SEASONALLY OCCUPIED CARETAKER 
MANUFACTURED RESIDENCE.

IN ORDER TO FACILITATE THE INSTALLATION OF THE SNOW 
BEARING STRUCTURE THE REMOVAL, AND REINSTALLATION 
OF THE EXISTING CARETAKER MANUFACTURED RESIDENCE 
IS NECESSARY.

ALL WORK PERFORMED SHALL COMPLY WITH THE FOLLOWING CODES:

ARCHITECTURE:
2018 INTERNATIONAL RESIDENTIAL CODE (IRC)
2018 INTERNATIONAL BUILDING CODE (IBC)

FIRE PROTECTION:
2018 INTERNATIONAL FIRE CODE

MECHANICAL:
2018 INTERNATIONAL MECHANICAL CODE

PLUMBING:
2018 UNIFORM PLUMBING CODE

ELECTRICAL:
2020 NATIONAL ELECTRICAL CODE (NEC)



A. PLAN WALL DIMENSIONS ARE TO GRID LINE OR FACE OF WALL 
STRUCTURE. "CLEAR" DIMENSIONS ARE TO FACE OF WALL FINISH.

B. FIELD VERIFY ALL EXISTING CONDITIONS AND THEIR COMPATIBILITY 
WITH NEW CONSTRUCTION PRIOR TO THE COMMENCEMENT OF 
WORK. COORDINATE DISCREPANCIES WITH ARCHITECT.

C. DO NOT SCALE DRAWINGS.
D. SEE STRUCTURAL DRAWINGS FOR MORE INFORMATION.
E. PRIME AND PAINT ALL EXPOSED STEEL. PRIME WITH ONE COAT 

ZINC CLAD PRIMER AND PAINT WITH DTM ACRYLIC COATING. BASIS-
OF-DESIGN: SHERWIN WILLIAMS PRO INDUSTRIAL DTM ACRYLIC 
COATING. COLOR: MATCH SW 9084 COCOA WHIP.

GENERAL NOTES
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REFERENCE NOTES

1.01 COORDINATE WITH STRUCTURAL DRAWINGS.

1.04 RE-INSTALL RAMP AND RAILINGS TO MATCH EXISTING CONDITIONS.
MAXIMUM SLOPE SHALL NOT EXCEED 1:12".

1.05 APPROXIMATE LOCATION OF EXISTING STORM DRAIN PIPING TO BE
RETAINED/RE-USED. CONTRACTOR TO PROVIDE FOR RE-ROUTING,
IF NECESSARY, TO ABOID OTHER WORK OF THIS PROJECT.

1.06 REINSTALL EXISTING SALVAGED STAIR, RAILS AND LANDING TO
MATCH EXISTING CONDITIONS. EXISTING CONCRETE LOWER
LANDING MAY BE REUSED, UNLESS REMOVAL IS REQUIRED TO
ACCOMMODATE OTHER WORK OF THE PROJECT. SHOULD REMOVAL
BE REQUIRED, CONTRACTOR SHALL PROVIDE A NEW CONCRETE
LOWER LANDING TO MATCH EXISTING.

1.08 CONTRACTOR SHALL EXCAVATE/REMOVE, AND DISPOSE OF,
EXISTING SOIL AS NECESSARY TO PROVIDE FOR CONCRETE CAST IN
PLACE FOUNDATION PADS (REFERENCE NOTE 3.02), ACCOMMODATE
RE-INSTALLATION OF EXISTING FOUNDATION SYSTEM, AND
MAINTAIN EXISTING FINISH FLOOR ELEVATION. CONTRACTOR MAY
STEP THE CAST IN PLACE CONCRETE PADS IN AREAS OF EXCESSIVE
GRADE CHANGE.

2.01 CONTRACTOR SHALL REMOVE AND RE-INSTALL THE EXISTING
MANUFACTURED BUILDING, TO MATCH EXISTING CONDITIONS, AS
REQUIRED TO FACILITATE THE INSTALLATION OF THE SNOW ROOF
STRUCTURE.

2.02 EXISTING CONSTRUCTION. PROTECT FROM OTHER WORK OF THE
PROJECT.

2.04 EXISTING RAMP AND RAILINGS TO BE REMOVED AND SALVAGED FOR
RE-INSTALLATION.

2.07 EXISTING ELECTRICAL SERVICE POLE, SERVICE ENTRANCE, AND
ELECTRICAL SERVICE PANEL. CONTRACTOR SHALL DISCONNECT
ELECTRICAL SERVICE, PROTECT FOR REUSE, AND RECONNECT.

2.10 EXISTING STAIR, RAILS AND LANDING TO BE REMOVED AND
SALVAGED FOR RE-INSTALLATION.

2.11 EXISTING STORM DRAIN INLET TO REMAIN. PROTECT FROM OTHER
WORK OF THE PROJECT.

2.12 EXISTING SEPTIC SYSTEM. CONTRACTOR SHALL DISCONNECT,
PROTECT FOR REUSE, AND RE-INSTALL/RECONNECT.

2.13 EXISTING TREE. PRESERVE AND PROTECT.

2.14 EXISTING SLOPE STABILIZATION PLANTS AND ROCKS TO BE
REMOVED AS REQUIRED TO ACCOMMODATE THE WORK OF THIS
PROJECT. CONTRACTOR SHALL RE-INSTALL ROCKS AND
RE-ESTABLISH PLANTINGS TO MATCH EXISTING CONDITIONS.

3.02 CAST-IN-PLACE CONCRETE FOUNDATION PADS. SEE STRUCTURAL.

5.01 SNOW ROOF STRUCTURE STEEL COLUMN. SEE STRUCTURAL.
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E4 LEVEL 01 - FLOOR PLAN
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GENERAL NOTES

A. ALL METAL ROOF FLASHING DETAILS SHALL BE PER 
MANUFACTURER'S RECOMMENDATIONS AND REVIEWED BY THE 
ARCHITECT FOR DESIGN INTENT.

B. SEE STRUCTURAL FRAMING PLAN FOR ROOF DECK HEIGHTS TO 
ESTABLISH ROOF SLOPES AND ROOF MEMBER LOCATIONS.

C. ALL FINISHED ROOF SLOPES TO ACHIEVE A MINIMUM OF 4" PER 
FOOT SLOPE IN DIRECTION INDICATED. IT IS THE RESPONSIBILITY 
OF THE ROOFING CONTRACTOR TO INSTALL ROOFING 
COMPONENTS TO MEET THESE REQUIREMENTS.

D. ALL DIMENSIONS ARE FOR GENERAL ARRANGEMENT AND LOCATION 
ONLY. ACTUAL REQUIREMENTS AND DIMENSIONS ARE TO BE 
VERIFIED AND COORDINATED WITH EQUIPMENT, OTHER 
CONSTRUCTION TRADES, SHOP DRAWINGS AND STRUCTURAL 
FRAMING.

E. CONSTRUCTION SHALL BE IN FULL COMPLIANCE WITH ALL CURRENT 
LOCAL CODES AND REGULATIONS IN EFFECT AT THE TIME OF 
AGREEMENT BETWEEN OWNER AND CONTRACTOR.

F. DETAILS IN THE PROJECT DRAWING ARE SHOWN AT SPECIFIC 
LOCATIONS AND ARE INTENDED TO SHOW GENERAL 
REQUIREMENTS THROUGHOUT.

G. RE: EXTERIOR ELEVATIONS FOR RIDGE HEIGHTS.
H. RE: SHEET G0.00 FOR ROOF ASSEMBLIES.
I. FOR SIZE AND CONNECTION DETAILS OF STEEL FRAMING 

COMPONENTS (BEAMS AND COLUMNS), STEEL JOISTS AND 
GIRDERS, STEEL DECKING AND OTHER STEEL SECTIONS, REFER TO 
STRUCTURAL DRAWINGS.

J. FOR ROOF OVERHANG DIMENSIONS, COORDINATE WITH EXTERIOR 
WALL SECTIONS.

K. PRIME AND PAINT ALL EXPOSED STEEL. PRIME WITH ONE COAT ZINC 
CLAD PRIMER AND PAINT WITH DTM ACRYLIC COATING. BASIS-OF-
DESIGN: SHERWIN WILLIAMS PRO INDUSTRIAL DTM ACRYLIC 
COATING. COLOR: MATCH SW 9084 COCOA WHIP.

L. FOR REINFORCING OF CONCRETE SLABS, FOOTINGS AND 
FOUNDATIONS, COORDINATE WITH STRUCTURAL DRAWINGS.

M. DO NOT SCALE DRAWINGS. 
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REFERENCE NOTES

1.01 COORDINATE WITH STRUCTURAL DRAWINGS.

3.01 CAST-IN-PLACE CONCRETE

5.01 SNOW ROOF STRUCTURE STEEL COLUMN. SEE STRUCTURAL.

5.02 COLD-FORMED METAL TRUSSES

5.03 STEEL ANGLE

5.04 STEEL PLATE AT END OF TRUSS

5.05 STEEL BEAM. SEE STRUCTURAL.

7.01 24 GA. STANDING SEAM METAL ROOF PANELS. BASIS-OF-DESIGN:
MBCI SUPERLOK. COLOR: FERN GREEN.

7.02 SUPPORT PLATE

7.03 RIDGE TRIM

7.04 RAKE SUPPORT ANGLE

7.05 DRIP EDGE

7.06 PROVIDE A MINIMUM OF TWO ROWS OF METAL SEAM/RIB MOUNTED
SNOW CLIPS ON EACH METAL ROOF SEAM. THE FIRST ROW OF CLIPS
SHALL BE PLACED DIRECTLY ABOVE THE EAVE BEARING POINT,
WITH THE SECOND ROW AT 15" ABOVE THE FIRST.

N
O
R
T
H1/4" = 1'-0"A2.02

E4 ROOF PLAN

3" = 1'-0"A2.02

C1 RAKE DETAIL

3" = 1'-0"A2.02

E1 EAVE DETAIL
1/2" = 1'-0"A2.02

E3 SECTION 1

3" = 1'-0"A2.02

B1 RIDGE DETAIL



A. RE: STRUCTURAL FOR CONCRETE REINFORCING.

GENERAL NOTES

(E) T.O. STEEL
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REFERENCE NOTES

1.01 COORDINATE WITH STRUCTURAL DRAWINGS.

1.04 RE-INSTALL RAMP AND RAILINGS TO MATCH EXISTING CONDITIONS.
MAXIMUM SLOPE SHALL NOT EXCEED 1:12".

1.06 REINSTALL EXISTING SALVAGED STAIR, RAILS AND LANDING TO
MATCH EXISTING CONDITIONS. EXISTING CONCRETE LOWER
LANDING MAY BE REUSED, UNLESS REMOVAL IS REQUIRED TO
ACCOMMODATE OTHER WORK OF THE PROJECT. SHOULD REMOVAL
BE REQUIRED, CONTRACTOR SHALL PROVIDE A NEW CONCRETE
LOWER LANDING TO MATCH EXISTING.

2.01 CONTRACTOR SHALL REMOVE AND RE-INSTALL THE EXISTING
MANUFACTURED BUILDING, TO MATCH EXISTING CONDITIONS, AS
REQUIRED TO FACILITATE THE INSTALLATION OF THE SNOW ROOF
STRUCTURE.

2.15 EXISTING FOUNDATION SKIRTING SYSTEM. REMOVE AND REPLACE
TO MATCH EXISTING.

5.01 SNOW ROOF STRUCTURE STEEL COLUMN. SEE STRUCTURAL.

5.02 COLD-FORMED METAL TRUSSES

7.01 24 GA. STANDING SEAM METAL ROOF PANELS. BASIS-OF-DESIGN:
MBCI SUPERLOK. COLOR: FERN GREEN.

7.03 RIDGE TRIM

7.06 PROVIDE A MINIMUM OF TWO ROWS OF METAL SEAM/RIB MOUNTED
SNOW CLIPS ON EACH METAL ROOF SEAM. THE FIRST ROW OF CLIPS
SHALL BE PLACED DIRECTLY ABOVE THE EAVE BEARING POINT,
WITH THE SECOND ROW AT 15" ABOVE THE FIRST.

1/4" = 1'-0"A3.01

B1 NORTH ELEVATION

1/4" = 1'-0"A3.01

B3 EAST ELEVATION

1/4" = 1'-0"A3.01

C1 SOUTH ELEVATION
1/4" = 1'-0"A3.01

C3 WEST ELEVATION
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